
Bill Floor

1.  Mount the floor protectors to the  
 bottom of the foot, if necessary   
 (depending on floor material).

2.  Loosen the screw on the lower bar  
 (a little bit), about one turn.

3.  Attach the upper part (with hooks).

4.  Insert the screw on the upper 
 part of the bar.

5.  Tighten both screws properly 
 until the hanger gets sturdy.

Provided mounting tools:

1 x 6-point key 
1 x screw
5 x paws

Designer:  Louise Hederström
Designyear:  2010
Material:  Powdercoated metal  
 birch/ash-knobs
Produced: Småland, Sweden
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Bill Floor

1.  Montera tassarna på undersidan  
 av foten, om det behövs  
 (beroende på underlag).

2.  Lossa skruven på nedre  
 stången (lite), c:a 1 varv.

3.  Sätt i överdelen (med krokar).

4.  Skruva i skruven på överdelen.

5.  Dra åt båda skruvarna hårt 
 så att hängaren blir stadig.

Medföljande monteringsverktyg:  

1 x 6-kantnyckel
1 x skruv
5 x tassar

Formgivare:  Louise Hederström
Designår:  2010
Material:  Pulverlackad metall,   
  björk/ask-knoppar
Tillverkad:  Småland, Sverige
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